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ABSTRACT 
The Roundtable on Sustainable Palm Oil (RSPO) is a non-profit association promoting sustainable palm oil through a voluntary 
certification scheme. Two successive science-based working groups on greenhouse gas (GHG) have been active in RSPO between 
2009-2011, with the aim of identifying ways leading to meaningful and verifiable reduction of GHG emissions. One of the outputs is 
PalmGHG, a GHG calculator using the LCA approach to quantify the major sources of emission and sequestration for a mill and its 
supply base. A pilot study was carried out in 2011 on nine RSPO companies. Results gave an average of 1.03 t CO2e/t crude palm 
oil, with a wide range of -0.07 to +2.46 t CO2e/t CPO. Previous land use and area under peat were the main causes of the variation. 
Further modifications to PalmGHG are being made, notably to amend default values and upgrade it to a user-friendly software. 
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1. Introduction 
Nowadays, palm oil is the most used vegetable oil worldwide, representing more than 30% of total pro-
duced vegetable oils by mass (Omont, 2010). About 10 to 15% of global production is certified by RSPO 
(USDA, 2011; RSPO, 2011). RSPO is a non-profit association registered in 2004. It promotes the production 
and consumption of sustainable palm oil through a voluntary certification scheme. For the growers, this 
scheme relies on the compliance with 39 principles and criteria (P&Cs) of sustainability that were defined by 
consensus in 2007. During 2009-2011, the RSPO Executive Board (EB) has commissioned a science-based 
working group on greenhouse gas (GHG WG) with the aim of identifying ways leading to meaningful and 
verifiable reduction of GHG emissions. One of the outputs is PalmGHG, a greenhouse gas calculator that 
allows producers calculate the GHG balances of oil palm products. PalmGHG was developed by the GHG 
WG as an excel spreadsheet using the LCA approach and based on a previous tool by Chase & Henson 
(2010). PalmGHG quantifies the major sources of emission and sequestration for a palm oil mill and its sup-
ply base, and is compatible with standard international GHG accounting methodologies. It allows for identi-
fication of principal emission sources for management purposes; regular reporting, and monitoring. This 
paper presents the scientific background of PalmGHG Beta version (of April 2012) calculation as well as 
results from a pilot study carried out in 2011 on nine RSPO companies. 
 
2. Methods 
2.1. PalmGHG approach and boundaries 
 
The PalmGHG calculator provides an estimate of the net GHG emissions produced during the palm oil 
and palm biodiesel production chains. Following the IPCC guidelines (2006), the GHGs considered are CO2, 
N2O, and CH4, with 100-year timeframe conversion factors of N2O and CH4 into CO2 equivalents (CO2e) 
(IPCC, 2007). The conversion factor for biogenic CH4 is calculated from the ratio of the molecular weights 
of CO2 and CH4 to account for the released CO2 originating from photosynthesis fixation; i.e. a global warm-
ing potential of 22.25 kg CO2e/kg CH4 (Wicke et al., 2008). The calculator is based on an attributional LCA 
approach, i.e. the impacts are those linked to the production unit without considering marginal impacts on 
other productions or any feedback mechanisms, and without including indirect land use changes.  
The emission sources included in the calculator are: i) Land clearing; ii) Manufacture and transport of fer-
tilisers; iii) N2O and CO2 resulting from the field application of fertilisers and mill by-products; iv) Fossil 
fuel used in the field, mainly for harvesting and collection of Fresh Fruit Bunches (FFB); v) Fossil fuel used 
at the mill; vi) CH4 produced from palm oil mill effluent (POME); and vii) N2O and CO2 resulting from the 
cultivation of peat soils. In addition, the following GHG sequestration and credits are also considered: i) CO2 
fixed by oil palm trees, ground cover and plantation litter; ii) CO2 fixed by biomass in conservation areas 
(methodology still under development); iii) GHG avoided by the selling of mill energy by-products (electric-
ity sold to the grid; palm kernel shell sold to industrial furnaces; etc.). These ten elements account for the 
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bulk of the GHG emission and sequestration occurring during the oil palm crop cycle (Chase and Henson, 
2010). Items that are not included in the budget are the nursery stage, pesticide treatments, fuel used for land 
clearing, emissions embedded in infrastructures and machines, and the sequestration of carbon in palm prod-
ucts and co-products. These items are generally negligible GHG sources (Schmidt, 2007; European Commis-
sion, 2009; Choo et al., 2011). Carbon sequestered in palm products and co-products is short-lived, while the 
other emissions are small when annualised over the crop cycle. Changes in soil organic matter in mineral 
soils might be significant in the long term but were not considered due to a lack of consensual and harmo-
nised reliable data. 
In the first step, net emissions are calculated as tonnes of CO2e per hectare. From the yield in FFB and the 
extraction rates in the mill, results are then calculated per tonne of Crude Palm Oil (CPO) and per tonne of 
Palm Kernel (PK). Allocation of the net emissions of CO2e between CPO and PK, then subsequently be-
tween Palm Kernel Oil (PKO) and Palm Kernel Expeller (PKE), is carried out according to either the relative 
masses of these co-products or to their relative energy contents. Mass allocation ratios are setup as default in 
PalmGHG. Finally, the net emissions of CO2e are calculated per Mega Joules (MJ) of palm biodiesel includ-
ing emissions from refinery and further biofuel steps according to the methodology and default coefficients 
provided by the European Renewable Energy Directive (European Commission, 2009). Biodiesel results are 
given as GHG emission savings compared to the diesel fossil equivalent. 
Provision is made for separate budgets for a mill's own crop (usually produced on estates) and an out-
grower crop (such as produced by smallholders). PalmGHG uses the annualised emission and sequestration 
data to estimate the net GHG balance for the palm products from both own and out-grower crops at an indi-
vidual mill. Emissions from the biomass cleared at the beginning of the crop cycle are averaged over the 
cycle. Emissions from the other sources are averaged over the three years up to and including the reporting 
date, thus simplifying data collection and smoothing out short-term annual fluctuations. 
 
2.2. Land clearing and crop sequestration 
 
The approach used to evaluate the contribution of land clearing to GHG emissions in PalmGHG is to av-
erage the emissions over a full crop cycle. The calculator estimates the total emissions occurring each year of 
new planting, adds them all up, and finally divides by the number of years in the average crop cycle (the 
default is 25 years or 20 years in the case of biodiesel calculation) to obtain an average emission per ha per 
year. The crop cycle length is defined by users and can differ between “own crops” and “out-growers”. It 
also differs between crops on mineral soils and those on peat soil, which are often shorter due to accentuated 
sensitivity to pest and diseases (Wetlands International, 2010). 
Previous land uses and their respective carbon stocks were defined in consultation with the scientific 
panel of RSPO GHG WG who performed a thorough review of literature data and satellite images to identify 
land use changes associated with oil palm plantations in Indonesia and Malaysia. Considered carbon stocks 
include above- and below-ground biomass. Carbon stock values for eight previous land uses apart from oil 
palm stands are currently available in PalmGHG (logged forest, secondary regrowth forest, shrub, grassland, 
food crops, coconut, rubber, cocoa under shade). Further previous land uses should be implemented soon. 
However, within the framework of RSPO P&Cs, land use change after 2005 from primary forest to palm 
plantation will not be allowed. Emissions arising from land clearing are calculated based on measured carbon 
contents or in their absence an assumed carbon content of 45% in the biomass of the previous land use.  
Data for carbon sequestration in the vegetation stand can be obtained from different sources. Field meas-
urements may often be the most relevant data, should they be available and representative of a whole planta-
tion cycle. Where the resources for obtaining these measurements are not available, modelled data may be 
used instead. Data from OPRODSIM and OPCABSIM models (Henson, 2005, 2009) are used as defaults in 
PalmGHG to calculate oil palm carbon stock depending on the crop cycle length. These models produce 
annual values of standing biomass for the oil palms (above and below-ground), ground cover, frond piles and 
other litter. Field observations revealed that biomass growth and yields are generally lower in the case of out-
growers (Chase & Henson, 2010). To reflect this difference, contrasting simulation scenarios of crop seques-
tration are used as default estimates for mill own crops and out-growers: a ‘vigorous growth’ simulation is 
used for own crops, and an ‘average growth’ simulation is used for out-growers.  
 
2.3 Emissions due to fertiliser use and field operations 
 
Emissions due to fertilisers contribute significantly to total agricultural GHG emissions and so affect the 
final GHG balance of palm oil (Yusoff et Hansen, 2007; Pleanjai et al., 2009a; Arvidsson et al., 2011; Choo 
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et al., 2011). Therefore, they have been accorded special attention in PalmGHG. Provision is given for nine 
widely used synthetic fertilisers and two organic ones (Empty Fruit Bunches (EFB) and POME).  
For synthetic fertilisers, emissions consist of i) indirect upstream emissions due to their manufacture and 
transport from production sites to the mill; ii) direct field emissions linked to physical and microbial proc-
esses in the soil, and iii) indirect field emissions following re-deposition of previous direct field emissions. 
Emissions during fertiliser production vary with the type of product from 44 to 2,380 kg CO2e/t fertiliser 
(Jensson and Kongshau, 2003). N2O direct and indirect field emissions, as well as CO2 emissions from urea 
application, are calculated according to IPCC Tier 1 (IPCC, 2006).  
Emissions due to EFB and POME production are already accounted for intrinsically within the supply 
chain assessment. The amounts of EFB and POME are calculated using the following factors: 
0.5 t POME/t FFB (Yacob et al., 2006), and 0.22 t EFB/t FFB (Gurmit, 1995). Direct and indirect field N2O 
emissions are calculated according to IPCC Tier 1 based on their N content of 0.32% for EFB and 0.045% 
for POME (Gurmit, 1995). The amounts of EFB and POME, as well as their N contents can be substituted 
using on-site measurements if these are available.  
Emissions due to field operations arise from fossil fuel consumed for transport and other field operations, 
based on the emission factor 3.13 kg CO2e/L diesel (JEC, 2007). Total field fuel used encompasses the fuel 
used for the transport of workers (when managed by the mill) and materials, including the transport and 
spreading of fertilisers, the transport of FFB from the growing areas to the mill, and maintenance of field 
infrastructure. Data on fuel use is usually not disaggregated at mill level.  
 
2.4 Emissions due to peat cultivation 
 
Emissions from peat cultivation include CO2 emissions due to the oxidation of organic carbon and associ-
ated N2O emissions. Both involve enhanced microbial activity. RSPO GHG WG intensively reviewed the 
impacts of peat cultivation on GHG emissions and identified best management practices for oil palm cultiva-
tion on peat soils. In their findings, the authors put emphasis on the importance of managing the water table 
depth to limit CO2 emissions from peat land. CO2 emissions due to peat cultivation are hence calculated us-
ing the equation (Eq. 1) according to RSPO GHG WG (F. Agus, pers. com. 2012). Peat CO2 emissions will 
vary depending on water table management and this is allowed for in PalmGHG.  
 
Peat CO2 emission (t CO2/ha/year) = 0.7 x 0.91 x Drainage depth (cm)   Eq. 1 
 
For N2O emissions from peat soils, data relating emissions to drainage depth are presently inadequate. 
Therefore, the IPCC Tier 1 emission factor is used as a default, i.e. 16 kg N-N2O/ha/yr (IPCC, 2006). Re-
search is still ongoing to better determine the magnitude of peat emissions and how they are affected by and 
related to factors such as drainage depth, peat subsidence and plantation age. 
 
2.5 Emissions due to oil extraction and transesterification  
 
At the mill level, two main sources of GHG emissions are recorded, fossil fuel consumption and CH4 
emission from POME. Fuel emissions are calculated using the conversion factor of 3.13 kg CO2e/L diesel 
(JEC, 2007). Diesel use is usually limited and mostly use to start the machines (Pleanjai et al., 2009a).  
CH4 emissions from POME vary according to the type of treatment. The amount of CH4 produced per 
unit of POME is 12.36 kg CH4/t POME (Yacob et al., 2005). This is the amount released by untreated 
POME, but options are provided for the capture of CH4 which is then either flared or used as a fuel to gener-
ate electricity. Calculations of CH4 production and amounts and losses during digestion, flaring, or electricity 
production are based on factors from Schmidt (2007) and the Environment Agency (2002). When CH4 is 
flared and converted to CO2 these emissions are not accounted for because of their biogenic origin, except 
for a small fraction of CH4 that escapes conversion. When CH4 is used to generate electricity then the 
amount of substituted electricity is calculated based on an energy content of 45.1 MJ/kg CH4 (JEC, 2007). 
The corresponding emissions avoided by the use of the electricity are calculated using the average emission 
factor for Indonesia and Malaysia (RFA, 2008). A further option is given to the user in case excess palm 
kernel shell is sold as substitute for coal in industrial furnaces (pers. com. L. Milà i Canals, 2011).  
The GHG calculation in PalmGHG was completed with excel spreadsheets from the BioGrace calculator 
in order to enable GHG calculation up to palm biodiesel output (BioGrace, 2010). The user does not need to 
provide further data apart from field and mill data.  
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3. Results of PalmGHG pilot  
3.1. The pilot process 
 
A pilot study was carried out in 2011 on nine RSPO companies, to determine the ease of use, and suitabil-
ity of PalmGHG as a management tool. In June 2011, a preliminary questionnaire was sent to correspondents 
from the pilot companies. This questionnaire was the starting point of correspondences between these com-
panies and the authors, who were responsible for guiding company correspondents with the use of 
PalmGHG. Mail exchanges, as well as field visit, allowed for the compilation of input data and calculation of 
GHG balances.  
 
3.2. Pilot results  
 
Results from eight mills are presented in this paper (Table 1). The average GHG balance is 
1.03 t CO2e/t CPO, with a wide range from -0.07 to +2.46t CO2e/t CPO. Previous land use and the percent-
age of the area under peat were the main causes of the variation. Main emission hot spots are land clearing, 
peat cultivation, and CH4 from POME. Emissions from N-fertiliser production and N-related field emissions 
also are an important source of GHG. For the mill C1 (Table 1), main contributors for the mill’s own crop 
plantations are peat emissions (43%), CH4 from POME (28%), land clearing emissions (14%) and N2O field 
emissions (8%). For the same mill, main contributors for the out-grower plantations are CH4 from POME 
(52%), land clearing emissions (26%), and N2O field emissions (12%). In this case, the absence of peat area 
in out-grower’s plantation makes a clear difference between two cropping systems supplying the same mill.  
 
Table 1. Pilot mills, their main characteristics and GHG balances assessed with PalmGHG 
Mills Mean yield 
t FFB/ha  
Out-growers 
included 
Peat soil proportions 
(own-growers only) 
Previous land uses t CO2e/t CPO 
A1 23 no 0% Shrub 0.05 
A2 24 no 0% Shrub -0.07 
B 26 no 0% Cocoa, oil palm 0.79 
C1 23 yes 25%  Grassland, shrub 0.73 
C2 19 yes 80% Grassland, shrub 2.46 
F 19 no 0% Logged forest, oil palm 1.85 
G 26 yes 0% Range from logged forest to food crops 1.15 
H 17 yes 0% Logged forest 1.35 
 
Figure 1. Scenario testing with PalmGHG: Base case (1) = mixed previous land uses, peat 3%, no POME 
treatment, OER 20%, mill ‘s own crop mean yield 20.2 t FFB/ha, out-growers’ mean yield 14.2 t FFB/ha 
 
PalmGHG readily allows manipulation of input data to test management interventions. Results of sce-
nario testing are given for a set of dummy data for a base case (scenario 1 in Figure 1). The results show that 
high emissions result from clearing logged forest and peat cultivation, and conversely that very low (nega-
tive) emissions result from clearing low biomass land such as grass land. Fertiliser emissions are a non 
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negligible contributor especially in scenario 3, where net sequestration (sequestration less land clearing 
emissions) is high, or in scenarios 5 and 6, where net sequestration is almost null and CH4 is captured. The 
contribution of mill fuel is negligible and not visible on the graph. Net emissions below 0.5 t CO2e/t CPO 
can be obtained from a mature industry that is replanting palms and capturing and generating electricity from 
captured CH4 (Fig. 1). This was highlighted in the recommendations to the RSPO EB. 
 
4. Discussion 
GHG balances calculated with PalmGHG are within the range of those found in the literature. However, 
depending on the system boundaries and particularly on assumptions regarding land clearing and peat emis-
sions, GHG balances greatly vary around 2.3 t CO2e/t CPO (Schmidt, 2007), 0.6-1 t CO2e/t CPO (Siangjaeo 
et al., 2011), or 2.8-19.8 t CO2e/t CPO (Reijnders et Huijbregts, 2008). Carbon stocks and peat emissions are 
notably very sensitive parameters. Research efforts are still needed to better quantify carbon stocks and the 
impacts of agricultural practices on these stocks, especially in the case of peat cultivation. PalmGHG should 
be updated regularly to introduce newly harmonised carbon stocks for diverse land uses with added impacts 
on soil organic contents, and to better model the emissions due to peat cultivation or restoration. This is of 
paramount importance in Southeast Asia where peat land area accounts for 57% of total tropical peat area, 
i.e. 10-14% of global peat carbon pool, mostly located in Indonesia and Malaysia (Page et al., 2011). 
Integrating the spatial and temporal dimensions of the palm perennial crop cycle within a snapshot as-
sessment is not immediate. In PalmGHG, this difficulty is somehow by-passed by embracing data from sev-
eral plantations units from mill’s own crop and out-growers at several ages. Despite large considered areas, 
ages of oil palms may however not be evenly distributed inducing some bias by displacing age distribution. 
In particular, plantation with short turn-over may displace the distribution towards young palm trees that 
sequester carbon more quickly.  
Across the published studies, the relative importance of the diverse contributors is in agreement. Land 
clearing is the most important contributor together with peat emissions (Germer and Sauerborn, 2008; Rei-
jnders and Huijbregts, 2008; Wicke et al., 2008). Some studies that do not directly address this issue still 
mention the primary importance of this contributor (Yusoff et Hansen, 2007; Pleanjai et al., 2009; Stichnothe 
et Schuchardt, 2011). In all studies also CH4 from POME emissions and fertiliser production and use are 
important contributors (Choo et al., 2011; Pleanjai et al., 2009; Siangjaeo et al., 2011), although their relative 
total importance depends on whether land use change and peat emissions are included or not. As shown in 
PalmGHG scenario testing, it is often emphasised that CH4 capture can allow for significant GHG reduc-
tions, between 30 to 50% (Vijaya et al., 2008; Chuchuoy et al., 2009).A wide range of studies focused on 
treatment and uses of residues and co-products (Yacob et al., 2005; Chavalparit et al., 2006; Vijaya et al., 
2008; Stichnothe et Schuchardt, 2011). However, emphasis should be put on the high costs and limited op-
tions in the field to actually implement the technologies to harness the best benefits from residues, notably 
when grid connection is not possible. Such technologies can be implemented through clean development 
mechanisms provided that attention is paid to avoid double-counting of GHG savings, such as credits for 
coal substitution by shells both at the palm oil mill and cement factory for instance. Moreover, research ef-
fort is also needed notably to better assess fertilising efficiency of land filled residues and environmental 
emissions of down-stream processes related to residues treatment and transport.  
The GHG balance only is one potential impact on the environment. PalmGHG is a very useful tool that 
can help demonstrate potentials for GHG savings at the plantation and mill levels. Together with the other 
RSPO P&Cs that define a broader view for sustainability criteria, it can help improve oil palm production 
towards sustainability. However, more complete LCA must also be considered to quantify other impacts 
such as eutrophication or toxicities for instance. In this case, other stages of palm oil production might also 
play an important role such as pesticides for ecosystem toxicity or boiler emissions for human toxicity 
(Schmidt, 2007; Choo et al., 2011; Bessou et al., 2012). Compared to other vegetable oils, palm oil usually 
performs better due to high yields (5-17 t CO2e/t Rapeseed oil In Schmidt, 2007; 39-88 g CO2e/MJ Palm 
Methyl Ester compared to 62 and 124-159 g CO2e/MJ of Rapeseed Methyl Ester and Jatropha Methyl Ester; 
respectively In Thamsiriroj and Murphy, 2009; Achten et al., 2010a,b), but comparison on a unique criterion 
may induced trade-offs in environmental impacts. In particular, consideration of impacts on soil fertility and 
biodiversity is paramount. In this case, a more comprehensive LCA approach is needed, such as in Milà i 
Canals et al., (2012), to allow for a sound and harmonised comparison between agricultural products consid-
ering land transformation and land occupation compared to restored vegetation stands or other common ref-
erence land uses.  
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PalmGHG is a comprehensive GHG calculator representative of the state of the art in terms of available 
data and international methodologies for GHG accounting. Emphasis has been placed on information directly 
relevant to palm oil production that should be easily available at the mill level. However, default data are 
also provided for data which might not be available. Flexibility is also an important feature of PalmGHG, 
with options that allow for alternative calculations and methodology; the main example being assessment of 
net emissions per MJ for palm oil biodiesel.  
During pilot testing it was shown that PalmGHG can identify GHG emission ‘hot spots’, and so help to 
define GHG reduction strategies. Feedback from the pilot companies highlighted problems in collecting data, 
especially those for for three consequent years. It should however, be noted that difficulties related to data 
recording should progressively diminish once the monitoring of GHG emissions becomes routine. On the 
other hand, difficulties encountered when collecting data for out-growers are not so easily resolved and indi-
cate a need for a specific strategy to help out-growers record and collect data on a routine basis.  
The results of the pilot and scenario testing provided an important information basis to design some of the 
recommendations to RSPO EB and communicate to a large audience on the work of RSPO GHG WG and 
the use of PalmGHG. Further recommendations of the GHG WG to RSPO EB refer e.g. to the characteristics 
that should be met by new plantations in order to ensure low GHG emissions. 
Further modifications to PalmGHG are still being made, notably to amend default values. Moreover, 
PalmGHG needs reprogramming to make it more user-friendly. The current spreadsheet is rather complex 
and not easy to follow. Software would allow users to quickly generate results, but at the same time provide 
means to readily change default parameters and undertake tests of alternative scenarios.  
 
6. Acknowledgements  
The authors are very grateful to all who participated in the second RSPO GHG WG for their contributions 
and to the companies who took part in the pilot phase. We are also grateful to members of the RSPO EB for 
their continuing support; particular thanks are due to Dr Simon Lord for proposing the adoption of the 
GWAPP model and to Dr Timothy Killeen for guiding the development of PalmGHG. 
 
7. References 
Achten, W. M. J., Almeida, J., Fobelets, V., Bolle, E., Mathijs, E., Singh, V. P., Tewari, D. N., Verchot, L. V., Muys, B., 2010a. Life 
cycle assessment of Jatropha biodiesel as transportation fuel in rural India. Appl. Energ. 87, (12) 3652-3660. 
Achten, W. M. J., Vandenbempt, P., Almeida, J., Mathijs, E., Muys, B., 2010b. Life Cycle Assessment of a Palm Oil System with 
Simultaneous Production of Biodiesel and Cooking Oil in Cameroon. Environ. Sci. Technol. 44, (12) 4809-4815. 
Arvidsson, R., Persson, S., Fröling, M., Svanström, M., 2011. Life cycle assessment of hydrotreated vegetable oil from rape, oil palm 
and Jatropha. J. Cleaner Prod. 19, (2-3) 129-137. 
Bessou, C., Vélu, A., Caliman, J.P. 2012. LCA of Palm Oil in Sumatra, Comparison of Cropping Systems. ICOPE Conference, 22-24 
February 2012, Nusa Dua, Bali, Indonesia  
BioGrace, 2010. European Project on “Harmonised Calculations of Biofuel Greenhouse Gas Emissions in Europe”; Project coordina-
tor: John Neeft - Agentschap NL (Agency NL) (formerly SenterNovem). 
http://www.biograce.net./content/ghgcalculationtools/overview 
Chase, L.D.C. Henson, I.E., 2010. A detailed greenhouse gas budget for palm oil production. Int. J. Agric. Sustain. 8(3), 199-214. 
Chavalparit, O., Rulkens, W. H., Mol, A. P. J., Khaodhair, S., 2006. Options for Environmental Sustainability of the Crude Palm Oil 
Industry in Thailand through enhancement of Industrial Ecosystems. Environ. Dev. Sustain. 8, (2) 271-287. 
Choo, Y. M., Muhamad, H., Hashim, Z., Subramaniam, V., Puah, C. W., Tan, Y., 2011. Determination of GHG contributions by 
subsystems in the oil palm supply chain using the LCA approach. Int. J. Life Cycle Assess. 16, 669-681. 
Chuchuoy, K., Paengjuntuek, W., Usubharatana, P., Phungrassami, H., 2009. Preliminary Study of Thailand Carbon Reduction La-
bel: A Case Study of Crude Palm Oil Production. Eur. J. Sci. Res. 34, (2) 252–259. 
Environment Agency, 2002. Guidance on Landfill Gas Flaring. Bristol: Environment Agency. 
European Commission, 2009. Directive 2009/28/EC of the European parliament and of the council of 23 April 2009 on the promo-
tion of the use of energy from renewable sources. Official Journal of the European Union, June 5th 
Germer, J., Sauerborn, J., 2008. Estimation of the impact of oil palm plantation establishment on greenhouse gas balance. Environ. 
Dev. Sustain. 10, (6) 697-716. 
Gurmit S., 1995. Management and utilisation of oil palm by-products. The Planter. (71), 361-386. 
Henson I.E., 2005. OPRODSIM, a versatile, mechanistic simulation model of oil palm dry matter production and yield. In: Proceed-
ings of PIPOC 2005 International Palm Oil Congress, Agriculture, Biotechnology and Sustainability Conference, 801-832. Kuala 
Lumpur: Malaysian Palm Oil Board. 
Henson I.E., 2009. Modelling carbon sequestration and greenhouse gas emissions associated with oil palm cultivation and land-use 
change in Malaysia. A re-evaluation and a computer model. MPOB Technology, 31, 116 pp. 
IPCC, 2006. Guidelines for National Greenhouse Gas Inventories. Vol 4 Agriculture, Forestry and Other Land Use. WMO/UNEP. 
http://www.ipcc-nggip.iges.or.jp/public/2006gl/index.html. 
IPCC, 2007. Fourth Assessment Report. Climate Change 2007 - Synthesis Report. WMO/UNEP. http://www.ipcc.ch/ipccreports/ar4-
syr.htm. 
PARALLEL SESSION 6a: Tools and Databases 8th Int. Conference on LCA in the  
 Agri-Food Sector, 1-4 Oct 2012 
504 
 
JEC, 2007. Well-to-wheels analysis of future automotive fuels and powertrains in the European context. Well-to-tank Report Version 
2c, Appendix 1 and 2. JRC, EUCAR, CONCAWE. http://ies.jrc.ec.europa.eu/WTW. 
Milà i Canals, L., Rigarlsford, G., Sim, S., 2012. Land use impact assessment of margarine. Int. J. Life Cycle Assess.  
Omont H., 2010. Contributions de la production d'huile de palme au développement durable. Problématique générale, controverses. 
Ol. Corps Gras Li. 17 (6), 362-367.  
Page, S., Rieley, J. O., Banks, C. J., 2011. Global and regional importance of the tropical peatland carbon pool. Global Change Biol-
ogy 17, (2) 798-818. 
Pleanjai, S., Gheewala, S. H., Garivait, S., 2009. Greenhouse gas emissions from the production and use of palm methyl ester in 
Thailand. Int. J. Glob. Warming. 1, (4) 418–431. 
Reijnders, L., Huijbregts, M. A. J., 2008. Palm oil and the emission of carbon-based greenhouse gases. J. Cleaner Prod. 16, (4) 477-
482. 
RFA (2008) Carbon and Sustainability Reporting Within the Renewable Transport Fuel Obligation. Technical Guidance Part 2 Car-
bon Reporting – Default Values and Fuel Chains. London: Renewable Fuels Agency. 
http://www.renewablefuelsagency.org/_db/_documents/RFA_ C&S_ Technical_Guidance_Part _2 _v1_200809194658.pdf 
RSPO, 2011. updated data on the webpage, visited on 10/02/2012: www.rspo.org 
Siangjaeo, S., Gheewala, S. H., Unnanon, K., Chidthaisong, A., 2011. Implications of land use change on the life cycle greenhouse 
gas emissions from palm biodiesel production in Thailand. Energ. Sust. Dev. 15, (1) 1-7. 
Stichnothe, H., Schuchardt, F., 2011. Life cycle assessment of two palm oil production systems. Biomass Bioenerg. 35, (9) 3976-
3984. 
Thamsiriroj, T., Murphy, J. D., 2009. Is it better to import palm oil from Thailand to produce biodiesel in Ireland than to produce 
biodiesel from indigenous Irish rape seed? Appl. Energ. 86, (5) 595-604. 
USDA, 2011. USDA report of Feb. 2011 
Vijaya, S., Ma, A. N., Choo, Y. M. et Nik, M. N. S., 2008. Life cycle inventory of the production of crude palm oil - A gate to gate 
case study of 12 palm oil mills. J. Oil Palm Research. 20, 484-494. 
Wetlands International, 2010. A quick scan of peatlands in Malaysia. Wetlands International-Malaysia: Petaling Jaya, Malaysia. 74 
pp. 
Wicke, B., Dornburg, V., Junginger, M., Faaij, A., 2008. Different palm oil production systems for energy purposes and their green-
house gas implications. Biomass Bioenerg. 32, (12) 1322-1337. 
Yacob, S., Hassan, M. A., Shirai, Y., Wakisaka, M., Subash, S., 2005. Baseline study of methane emission from open digesting tanks 
of palm oil mill effluent treatment. Chemosphere 59. (11) 1575-1581. 
Yusoff, S. et Hansen, S., 2007. Feasibility Study of Performing a Life Cycle Assessment on Crude Palm Oil Production in Malaysia 
(9 pp). Int. J. Life Cycle Assess. 12, (1) 50-58. 
  
